
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

            
 

                                  
 

- Side water tanks 
- HP regulating system (speed/flow/pressure) 
- ADR/ATEX  design 
- with water recycling system 
- with sludge dewatering 
  system 
  Reel for suction hose on 

rear door 
 
 
- multicompartment tank... 

 

Safety 

   Hygiene, sustainable development 
- Sound level 77 dBA at 7 m 
- Heated clothes cabinet 
- Hand wash device with soap 
  dispenser 
- Deodorizing with activated  
  carbon 
- Biodegradable oil 
- Water by-pass on main hose reel 
 

- Reduced overall length 
- Easy tank tipping  . 

- colour camera with interphone 

- Easy maintenance 
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- No risk of injuries during coiling 
and uncoiling 

- A single work station 
- Suction hose motorization, 7 to 10 m 

extension (depending on chassis length) 
the truck can be operated by one man only ! 

Height. 3850 mm 
on 26 tons chassis 
pneumatic suspensions 

Overall length  8600 mm 
Payload : 7,5 to 8 tons  
(depending on truck chassis 
weight) 

- Safety tools for HP jetting 

- retro-reflecting stripes 
- front and rear  work 
  panel 
- warning lights 
-Brackets for cones or 
  panels 

work panel at the 
front 

work panel 
at the rear 

Decantation water reject by floating valve 

- Measure the hose extension 
- Add up the cleaned distances 
- You know the position of the 
   cleaning head 

    (This document shows many optional fittings which are not 
       comprised in the base equipment) 

ABS skirts 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Ergonomics 

- Sound-insulated pump cover 
(Sound level = 77 dBA at 7 metres) 
- ABS skirts in the wheelbase 

Hertzian and infrared 

Button box with cable 
(+ emergency) 

 

 

 

 

                   The equipment can be operated by one man only ! 
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Open or closed boxes, 
ranchers with tip over 
door, height extension... 

- Removable side box 
- Swivelling device on request 

 

- Instead of the moving partition or as a 
 supplement 

 Increased water autonomy 

Maintenance 

- Pump cover with 90° opening 
- Hydraulic tank tipping device or 
   maintenance cylinder 
- Front access door to the drive line 
   (Tilt the cab forward) 
 
 
- Good access to the components for 
   maintenance 
 
- Water pipes can be drained with 

compressed air  
(protection against frost) 

LIFTING ARM 
- 300 kg maxi load 
- 2200 mm manual extension 
 
WINCH 
-Electric winch for tools or 
  staff rescue 

 

Ball valve with 
manual or electro- 
pneumatic control 

Ex : 
- 2,2 m3 plastic tank 
or 
-3,5 m3 stainless steel tank 
 

A single arm for 
suction and HP 
hose, 
a single work station 

Motorization of the HP 
hose (1'' or 1''1/4) 

See our videos on www.huwer.com ! 

Motorization of the suction hose 
 Ø100 or Ø120 or Ø150 

Tank discharge by 
hydraulic tipping or/and 
moving partition 
 

Not more than one minute to place the 
single suction and HP arm in the work position 


