
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
Available in ADR/ATEX design, with water recycling, 
with sludge dewatering device, possibility to mount a 
suction hose reel on the tank rear door, multi-
compartment tank..... 

Safety 

Ergonomics 

Hygiene 

- HP regulation system 
- Clothes cabinet with heating 
- Deodorizing device 
 

- Reduced overall length 
- Easy tank tipping 

- Colour camera with interphone 

- Easy maintenance 
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- No risk of injuries during coiling and 
uncoiling 

- Anti projection 
- Retractable 

- A single work station 
The truck can be operated by one man only ! 

- Sound-insulated upper and lower covers 
(Sound level = 77 dBA at 7 metres) 

Hertzian and infra-red 

Button box with cable 
(+ emergency) 

- Easy and functional operation 

- Open or closed boxes 
- Ranchers with tip over door,  

height extension... 

Height. 3850 mm 
on 26 tons chassis 
Pneumatic suspensions 

Overall length 8575 mm 

- Safety tools for HP jetting  

- at the rear end or on the side with swivel possibility 
 

- with water effect when 
discharging the tank 

- Overage tank capacity ± 2000 litres 
(ie ± 4000 litres for both tanks) 

JETTING +   
The productivity is increased of about 30 to 60% in 
associating the moving partition and the side water tanks 


