
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

        ����  ADR EQUIPMENT FITTED WITH :  
 

����  VACUUM PUMP VTB 820 HUBRZ 
                                 1220 m 3/ h at 0.6 bar depressure 
                                    bronze rotor (no sparks) 
                                    self air-cooling device 
                                      
 

             

 

 
 Tip over and 
under run protection 

Sludge level pointer with 
device stopping the 
vacuum pump 

Rear suction and discharge 
valves mounted  on special 
flanges 

Pressure valve, rupture disc,  
spark arrester 

   Normalized electric wiring, 
   reel with earth cable 
  equipotential terminal 

Isolating valve and 
pressure relief valve 
on man hole 

Vacuum break valve with 
delayed opening 

 
 
 
 
 
 
 
 
           TRANSPORT OF HAZARDOUS 
              WASTES WHICH DO NOT 
                      GENERATE EXPLOSIVE  
                                ATMOSPHERES. 
 
 
 
            TANK APPROVAL L4AH + S4AH 
                              and by-products 
 
 
 
          SUCTION OF PRODUCTS WITH 
     FLASH POINT EQUAL OR ABOVE 
                                                60°C 
 


