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 HUWER HYDROVIDE MiNiMAX 
 
 
 
 

 
 
 

 

 
 
 
 
 
 
 
 
 

Gross vehicle weight : 4500 kg or 3500 kg (no truck driving licence needed) 
Engine power 110 hp or 130 hp (new model) 
 
Available wheelbases :    
Short wheelbase : 2,50 m  
Long wheelbase : 2,90 m  
 
 
Overall width : 1,90 m 
Overall height : 2,10 m 
 
Overall length : 
Short wheelbase : 2,50 m ®   5,00 m 
Long wheelbase : 2,90 m ®   5,37 m 

 
 
 
 
 ALSO AVAILABLE FOR THE TRANSPORT OF HAZARDOUS WAST ES (ADR) 
 CONSULT US. 
 

 
Groupe 

Zone d'Activités Ouest - 78660 Ablis 
Tél : 01 30 46 08 50 Fax : 01 30 46 08 55 
E-mail : huwerhydrovideidf@wanadoo.fr 
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 EQUIPMENT FEATURES 
       
 
       Combined suction and jetting unit made of aluminium 
       Sludge capacity : 1500 litres (900 litres with 3500 kg G.V.W), water capacity : 400 litres (possible adjustments) 
       Vacuum pump make WITTIG type SLS 54, output 300 m³/hour at 60% vacuum 
       HP pump range : 
         Make WOMA  (50hp)   Make SPECK (40hp) 
             56 l/min at 300 bars        45 l/min at 300 bars 
             50 l/min at 370 bars        54 l/min at 270 bars 
             47 l/min at 450 bars 
       Hose tray, tool boxes  
       Radio control. On requirement 2.nd replacement transmitter, 

 pressure display on LCD screen 
       Safety devices (water lack safety, sludge tank overfill safety...) 
       Machinery directives, E.C conformity 
 
 
  

 
 
                         

 
 

 
 
 
 
 
 

Hydraulic hose reel, capacity 80 m of 3/8'' HP hose. 
Water filling reel with automatic level. 

Man hole on rear dished end or 
opening rear door 

1 aluminium closed box on each 
side of the tank. 

1 transversely-mounted box 
behind the cab. 

 


