
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

_ Possibility to filter the recycled water at 200 µ  
   on request 
_ Possibility to increase the water capacity with side 
   water tanks made of plastic or stainless steel 
    (Larger water autonomy) 

 

Safety 

Hygiene, sustainable development 

- Sound level 77 dBA at 7 m 
- HP regulating system 
- Heated clothes cabinet 
- Deodorizing with activated 
  carbon 
 

- Reduced overall length 
- Easy tank tipping 

- Colour camera with interphone 
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- No risk of injuries during coiling 
and uncoiling 

- Anti-splash 
- Retractable 

- A single work station 
                        The equipment can be operated by one man only ! 

Hertzian and infrared 

Button box with cable 
(+ emergency) 

 

                 Open or closed boxes, 
                       ranchers with tip over rail,  
                             height extension... 

Overall length : 9500 mm 
    Empty weight : 21 tons 

- Safety tools for HP jetting 

- allows tank tipping without dismounting 

NEW WATER RECYCLING SYSTEM comprising : 
 

·  HP pump type pressure transformer 
with hydraulic drive 
400 to 500 l/min at 200 bar maxi 

·  Heat exchanger & oil reservoir 
·  Liquid ring vacuum pump 

2100 to 3100 m3/hour at 85% vacuum 
with hydraulic drive 

·  Air/slurry separator & water tank 
·  9350 L sludge tank with inner pre-filtration wall 

fitted with cleaning flap preventing silt and sand to 
get to the water recycling filter 

·  500 µ rotating filter with inner cleaning nozzles 
·  Water transfer pump to HP pump 
·  1850 L clean water tank for cleaning the water 

recycling system at the end of the working day 

(This document shows many optional fittings which are not 
comprised in the base equipment) 

Height. 4000 mm 
on 32 tons chassis 


