
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

          
       Thermoformed upper hood on the pump unit 
        Sound level < 80 dBa at 7m 
  

 �   HYGIENE 
                                                       
        
 
 
 
 
 
 
 
 
 
 
           Hand wash device (option) 
 

            �   DESIGN AND ERGONOMICS 
 
 

�  MACHINERY DIRECTIVES 
                     Protective housings, equipotential connection, work light, pictograms, 
                          safety pressure control, controls interlock, emergency stops on 
                             each control board… 
 

                                 �   TRAINING 
                                    Putting into service or training courses on request 

                                           �   HP HOSE REELS 

 

 

�  TANK FOR 19 TONS CHASSIS 
Total capacity 8200 litres (6900 litres sludge) 

   ����  HP PUMP KD 716 (150 hp) 
      315 l/min at 150/170 bar or 260 l/min at 180/200 bar 
 

            Maintenance tip cylinder (option) 
           Tip over doors 
          Tip up hood on pump unit 
         Water tank with pneumatic drain valve 
         

    

     �  ROTARY PISTONS BLOWER 
            VTB 820 
            1700 m3/h at 0.6 bar depressure 
               (5'' pipes) 
               
 

�  MOVING PARTITION 
IN THE TANK 

                           

                              �   ECOLOGY  
                        Green vacuum pump without oil reject 
                     Water filling by gravity 
                 
  

             �  DEODORIZING 
     Activated carbon cartridges incorporated 

           in the filtration system (option) 
 

 �   SOUND-INSULATION 

         Main hose reel for 150 m 1'' hose 
         with hydraulic swivel and 
                     automatic hose guide 

         �   REAR DOOR 
  
 

         Aluminium lower skirts (option)  
         with integrated tool boxes 
        Location for a 3rd tool box, bucket holder  
       or bicarburation (options) 
              
 

  Hydraulic opening and locking  
 Splash-preventing stainless steel plates 

                         Hose trays with aluminium plate protecting the tank 
                    Tip over rails fitted with height extension device (option) 
              Foldable ladder mounted on bracket  
     

AK5 work panel with pneumatic 
lift control since the cab 
Retro-reflecting stripes 
Flashing lights 
(options) 

�   ROAD SIGNS 

Auxiliary hose reel 
for 60 m of 1/2'' hose 

     �   CONTROLS 

   �   HOSE STORAGE Radio control 
(option) 

swivelling 
panel 

Button box for 
remote control 


